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The new Piano Cera uses the Technology of Contriva and Sunray, like the time-aligned filter to 
avoid any specific driver sound and the unique Vario-Terminal where one can adapt this speaker to 
almost each and any room and/or taste.  
 
The sound is used form TIDAL nothing in particular to describe, all we can say is, it is pretty close to 
a “small Sunray” and one can hear the family-sound in it easily: relaxed, fast, no ceramic-sound at 
all. And with the option of “Gain A” it has tremendous power in the deep bass and can fill even big 
rooms. Easy to drive also with tubes, as used from the Sunray and Contriva. 
 
Here are some details about it: 

 

                      
 

No copper-bridge inside: true 2-way mode. Recommended for small rooms, starting at 10m². The client can connect the lower 
woofer to it, when he moves into a bigger room some day. 
___________________________________________________________________________________________________ 
 
 

                     
        
The copper-bridge is inside: linear 2.5-way mode (bridge right) and with gaining between 25 - 35 Hz (bridge left).  
It is playing then with linear bass in medium rooms or with more deep-bass in big rooms or as a matter of taste.  
___________________________________________________________________________________________________ 
 
 

                     
 
Also we can adjust the superhigh frequencies without any compromise. 
 
No cable-jumper inside means: flat frequency response. To use for rooms for normal dampened rooms with medium 
reflections or harder reflections (for e.g. hard-floors, big glass windows, few or no curtains).  
 
Cable-jumper inside: gaining of +2dB between starting at 16.000 Hz. To use for higher dampened rooms with many 
carpets, absorptive curtains or listening positions far away out of the angle. 
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We designed the ATA-flightcase totally new for it. It is more easy to load/unload it now and all walls are now covered 
with 50mm super massive foam. All the serial accessory is save stored inside in separated chambers: 
 

·  chromium plated standbars 
·  8 pieces of TIDAL-speaker isolators, made out of 7 single parts incl. 2 sorts of stainless steel 
·  tools and screws, manual, cleaning cloth, silver wire-jumper, massive hand polished copper-bridges  

 
 

           
 

                 Specifications: 

·  RMD-cabinet (Resonance Minimising Design) crafted in tongue and groove, all walls made from 1,5" HP-MDF 
 

·  2 x 173 mm (7") Thiel & Partner (Accuton) woofers with white ceramic-diaphragm 
 

·  1 x 30 mm (1,2") Thiel & Partner (Accuton) tweeter with white ceramic-diaphragm 
 

·  passive crossover network with ultra low tolerance components, exclusive use of silver/gold/oil-SupremeCap- 
capacitors, metal film-resistors, massive copper band air-core-inductors, ultra low resistance bass-inductor, 
microphonically and hermetically isolated x-over boards in separated chambers 
 

·  extremely linear frequency response, excellent step response, optimised phase and group delay 
 

·  Vario-Terminal: adjustable bass-gaining for room adoption (FLAT, Gain A, Gain B), adjustable tweeter curve (hard 
room-reflections / soft room-reflections)  
 

·  massive silver/gold plated soft-copper binding posts with removable heads for fullsize-eylets, spades and banana's, 
wired internally with finest coaxial cable 
 

·  serial cabinet finish, high gloss polished piano lacquer: midnight black 
 

·  optional veneer-group 1, high gloss polished woods in piano lacquer: tiger-eucalyptus, curled-bubinga, rose-
bubinga 
 

·  optional veneer-group 2, high gloss polished woods in piano lacquer: african pyramided mahogany, ebony-
macassar 
 

·  alternative choice for veneer-group 1 and 2: natural silky-dull finishes (non-glossy finish with a noble silky-dull 
shining)  
 

·  other wishes or veneers: on request 

 

·  drivers: 2 x 173 mm woofers, 1 x 30 mm tweeter 
·  nominal power input: 100 / 250 VA 
·  nominal impedance: 4-6 Ohm 
·  frequency response: very linear, F3 = 32 Hz 
·  recommended amp input: We recommend quality instead quantity. Real 30 Watt at 8 Ohm for normal listening 

levels (in rooms up to 10-40m²). It is most easy to drive and plays even at lowest levels "full and rich". 
To use the whole dynamic range of it and listening complex music also from time to time very loud we recommend 
120 watts at 8 ohm. 

·  efficiency: since several unrealistic numbers of competitors we don't want to confuse clients by comparing non-
saying numbers on paper. Therefore it is: "Good efficiency, easy to drive also with tube amps / SET'S". 

·  dimensions: 117 cm x 24 cm x 36 cm 
·  weight: approx. 286 lbs. / 140 kg (pair / incl. packaging) 

 


